


Dear Readers,

Citizen Machinery Europe GmbH has successfully 
been selling Swiss type lathes and fixed head auto- 
matic lathes of the brands Cincom and Miyano all 
over Germany and in large parts of Europe for many 
decades. With our 4 locations in Esslingen, Villingendorf, 
Neuss and Radebeul, we are always personally at 
your disposal and always in close vicinity throughout 
Germany to answer your questions regarding sales 
and other issues. In all service matters, we are there for 
you in whole of Europe. 

Under the Cincom brand, we sell Swiss-type lathes 
which demonstrate their full power and performance 
when machining long workpieces and small diameters.

The Miyano brand measures up to all challenges 
when turning short workpieces in fixed-headstock appli-
cations. The machines distinguish themselves by high 
productivity, quality and precision and grant excellent 
results in diameter ranges of up to 80 mm. 

Our path-breaking LFV technology, laser integration 
and our innovative automatic tool changer (ATC) have 
revolutionized the cutting process. We will continue to 
work hard on developing new innovations and provide 
optimum solutions to our customers. With future- 
oriented products, we look forward to stepping into the 
future together with you.

Markus Reissig 
General Manager Citizen Machinery Europe GmbH
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42

SYY

4,32 m²

The new generation of turret lathes.

With two spindles, two turrets and two Y-axes, it combines maximum 
precision with impressive dynamics. Linear guides on all axes enable 
extremely short cycle times and high rapid traverse speeds. The directly 
integrated spindle motors ensure optimised response behaviour and 
shortened acceleration and deceleration phases.

The new HMI operating concept is a particular highlight: the user inter-
face is intuitive and clearly laid out — and harmonised with Miyano and 
Cincom across all brands. This makes the changeover easier, reduces 
familiarisation times and noticeably improves ease of use.

Advantages

+ Linear guideways

+ �Improved operating comfort

+ �Maximum machining flexibility: 2 spindles, 2 turrets, 2 Y-axes

+ Optional LFV technology
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1	 �Name	 Valve  

Material	 Stainless steel

2	 �Name Valve 

Material	 Free-cutting steel

Standard

1	 �New operation panel with modern HMI 

(Human-Machine Interface)

2	 Workpiece conveyor belt

Options

Performance diagram

1	 Chip conveyor

2	 Unloader

3	 Toolsetter

What is more:  
LFV technology as an option

Sp
in

dl
e 

dr
iv

e 
[k

W
]

Sp
in

dl
e 

to
rq

ue
 [N

m
]

Spindle speed [rpm]

Max. spindle/back spindle drive Max. spindle/back spindle torque 

Max. torque of the gang rotary tools

base

A5 axis

A6 axis

A5 axis (horizontal)

A6 axis
(horizontal)

Layout

1	 �The operating panel in HMI design is now functioning 

in the same way as that of the Cincom machines, 

including multi-axis control technology.

2	 �Each main and back spindle utilises of an integrated 

motor shortening acceleration and deceleration 

times and thus also the cycle times.

3	 �Increased rapid traverse rates in all axes with linear 

guideways. LFV technology available via both turrets.

Working area

Turret HD1 + HD2	  

Number of stations per turret: 12 stations  

Revolving tool capacity: Max. 12 (per turret) 

Rotational speed of revolving tools: 6.000 min-1 

Rotary tool torque: 20 Nm

Spindle SP1 	

Spindle speed: 6.000 min-1	  

Collet chuck type: 	 DIN 173E 	  

HAINBUCH 

H-S20

Power chuck type: 5" hollow chuck

Spindle SP2 	

Spindle speed: 6.000 min-1 	  

Collet chuck type:	 DIN 173E 			

HAINBUCH

H-S20

Power chuck type: 5" hollow chuck	

 [X1 / Z1 / X2 / Z2 axis with LFV technology]

HD1 HD1 

SP2SP2

HD2HD2

SP1SP1

Workpiece example
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Tooling system Machine specification

Item ANX-42SYY

Machining capacity

Max. machining length 130 mm

Bar capacity, round SP1 Ø 42 mm

SP2 Ø 42 mm
Slide stroke

Turret slide HD1		 X1 140 mm

Z1 315 mm

Y1 70 (± 35) mm

Turret slide HD2		 X2 140 mm

Z2 430 mm

Y2 70 (± 35) mm

SP2				  X3 240 (± 120) mm

Z3 440 mm
Spindle

Number of spindles 2

Spindle speed		 SP1 6.000 min-1

SP2 6.000 min-1

Inner diameter of draw tube SP1 Ø 46 mm

SP2 Ø 46 mm

Power chuck model		 SP1
DIN 173E(Ø 42 mm), 
HAINBUCH, H-S20

SP2
DIN 173E(Ø 42 mm), 
HAINBUCH, H-S20

Type of power chuck	 SP1 –

SP2 5" power chuck

Machining capacity 	 Drill SP1 Ø 20 mm

Tap SP2 M12 × 1,75

Drill Ø 20 mm

Tap M12 × 1,75
Spindle indexing

Minimum spindle indexing command SP1 0,001°

SP2 0,001°
Turret

Number of tool stands 2

Number of tool stations		 HD1 12 stations

HD2 12 stations

Distance across flat HD1 300 mm

HD2 300 mm

Max. index clearance		 HD1 Ø 505 mm

HD2 Ø 505 mm

Tool shank size   20 mm Sq.

I.D tool hole size Ø 25 mm
Rotary tools

Max. number of rotary tools HD1 12

HD2 12

Type of rotary tool drive Single clutch drive

Max. rotary tool speed 6.000 min-1

Machining capacity	 Drill Max. Ø 12 mm

Tap Max. M8 × 1,25
Rapid traverse rate

Rapid traverse rate 	 X1 / X2 / X3 axis 24 m /min

Z1 / Z2 axis 24 m /min

Y1 / Y2 axis 18 m /min

Z3 axis 30 m /min

Motor for slide		 X1 / X2 / X3 axis 1,8 kW

Z1 / Z2 / Z3 axis 1,2 kW

Y1 / Y2 axis 1,2 kW

Motor for spindle		 SP1, SP2 11/ 7,5 kW (10 min./ cont.)

Motor for rotary tool HD1, HD2 2,2 kW

Motor for coolant pump 0,18 × 2

Motor for medium-pressure coolant (1 MPa) (option) 0,75 / 1,1 kW (50/ 60 Hz)

Motor for medium-pressure coolant (2 MPa) (option) 1,5
Tank capacity

Hydraulic oil 18 l

Lubricating oil 2 l

Coolant tank 280 l
Power supply

Voltage
AC 200/220 + 5 % – 10 %  
50 / 60 Hz ± 1 %

Capacity 34 kVA

Air supply 0,5 MPa
Machine dimensions

Machine height 1.900 mm

Floor space W 2.645 × D 1.645 mm

Machine weight 6.250 kg

Floor plan

Standard NC functions 		

MIYANO SYSTEM Fs31i-Model B Plus; 15-inch XGA touch panel; USB slot; On-machine program 
check function; User authentication function; Operating time display; Product counter max. 8 
digits; Machine operation information display; Eco display; Preparation function; Automatic 
power-off function; Collision detection function; B code I/ F; Tool offset pairs 200; Program 
storage capacity 10 MB; Program operation storage capacity 4 MB; User macro; Corner 
chamfering/ Corner rounding; Optional block skip (9 sets); Spindle constant surface speed 
control function; Spindle C-axis function; Spindle synchronized function; Canned cycle drilling; 
Helical interpolation function; Synchronized tapping function; Sub-micron specifications; Inch 
specifications; Sub-inch specifications; Interference check function; Thermal displacement 
correction function
Optional NC functions

Tool offset pairs 400; Tool life management; Program storage capacity 100 MB; Program 
operation storage capacity 8 MB; Variable lead thread cutting; Circular thread cutting; Multiple 
repetitive cycle for turning; Milling interpolation function; Cylindrical interpolation; Polygon 
turning function; Tool monitor; alkarttransfer; LFV mode 1; Revolving tool feed per revolution; 
Part-way restart function
Optional machine equipment

Spindle brake; Air blower; Workpiece ejector; Chip box; Part conveyor; Coolant level switch; 
Medium-pressure coolant (1 MPa); Medium-pressure coolant (2 MPa); Through-spindle air 
blower; Turret air blower; Tool setter; Part catcher; Part box; Chuck System; Chip conveyor; 
Mist collector duct & fire prevention damper; Through-spindle bushing; 3-color signal tower; 
Tailstock; RS-232C; Part carrier; Product unloader

Plain holder & turning 
 20 (3/4") Ø 25 (Ø 1")

Turning holder S 
 20 (3/4")

Double turning holder 
S  20 (3/4")

Double turning holder 
 20 (3/4")

Turning holder 
 20 (3/4")

Cut off tool holder 
 20 × 12 (3/4" × 1/2")

8 station turret

Double sleeve holder 
Ø 25 (Ø 1")

Triple sleeve holder 
Ø 25 (Ø 1")

Double sleeve holder 
D Ø 25 (Ø 1")

Double sleeve holder 
A Ø 25 (Ø 1") 
Cap A

Center drill

Straight shank drill

End mill

Tap
Tapping collet

Chuck collet

Nut

Tap

Center drill

Straight shank drill

Straight shank reamer

Boring tool

Straight shank drill

Center drill

Z Double spindle unit

Z Spindle unit

X Spindle unit

ZS Spindle unit

Nut

Tapping collet

Chuck collet

Tapping collet

Turning tool

Center drill

Straight shank drill

End mill

Tap

Pull out finger

Tapping colletCollet holder

Collet holder

Drill holder Drill bush 20 
Max. Ø 12

Round hole bush

Chuck collet

Knee tool holder 
 20 (3/4")

Stopper plate `S

Stopper plate



Citizen Machinery Europe GmbH

Mettinger Straße 11 | D-73728 Esslingen  

Tel. +49 [0]711 / 3906-100 | Fax: +49 [0]711 / 3906-106

cme@citizen.de | www.citizen.de

Cincom and Miyano  

Tel. +49 [0]711 / 3906-140 | service@citizen.de

ASIA 
Headquarter Japan | Citizen Machinery Co., Ltd., 4107-6 Miyota, Miyota-machi, Kitasaku-gun, 
Nagano-ken, 389-0206, Japan, Tel. +81-267 325 901, Fax +81-267 325 908 
EUROPE
Headquarter Europe | Germany | Mettinger Straße 11, 73728 Esslingen, Tel. +49-711 3906 100, Fax 
+49-711 3906 106 | France | Citizen Machinery France S.A.S., ZAE des Lacs 3, 1385 Avenue du Mole, 
74130 AYSE, France, Tel. + 33-450 985 269 | Italy | Citizen Macchine Italia s.r.l., Via Campo Romano 
11/13 – 24050 Spirano (BG), Italy, Tel. +39-035 877 738, Fax +39-035 876 547 | Spain | Egasca, S.A., 
Polígono Industrial Erisono 2, 20600 Eibar, Gipuzkoa, Spain, Tel. +34-943 200 300 | UK | Citizen 
Machinery UK Ltd., 1 Park Avenue, Bushey, WD23 2DA, UK, Tel. +44-1923 691 500, Fax +44-1923 691 599

Images may differ from the original. Technical data is subject to change without notice. The 
product falls under the export regulations and is subject to the foreign exchange and external 
trade law. Before exporting this product please refer to your CITIZEN dealer. Please also cont-
act your CITIZEN dealer before you intend to resell, export or take this product somewhere else. 
Any copy of this product no matter whether in whole or in parts as well as its relating techno-
logies and software is forbidden. In case of export the export licence issued by the competent 
authorities has to be presented to CITIZEN. The machine operation may be started upon con-
firmation and approval by CITIZEN. CITIZEN is a registered trademark of Citizen Watch Co. Japan. 
Subject to technical changes and error. Specifications only apply to the European market.  
Published 08/2025
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